











Basic Luminaire Manipulations

L-MSZFS-20

M3 x 3mm Tilt
axe blocking grub
1.5mm HEX

Adapter blocking grub
0.9mm HEX
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General Variations

L-MTZO-20 L-MSPS-20
Zoom lens Standalone

Solid Surface
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L-MSPSLED-20 L-MTAD-20 L-MTQD-55 L-MSFS-20
LED engine | Adapter Quadri Lens Quadri Standalone
Solid Surface
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L-MTAD-20 L-MTZQD-1536 L-MSZFS-20
Adapter Quadri Zoom Lens Quadri Zoom 16-35
Standalone Solid Surface
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Product Dimensions

L-MSPS-20 L-MSFS-20 L-MSZFS-20
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Installation

g4mm hole for cable
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Mount Installation

6
3 3
<1 ™ M2 x 2mm grub
P 0.9mm hex
12 TN/ 7N /1A
N
~ \/ M3 or ST2.9
0 ® screw
~
32 8 M3 x 3mm grub
| | ©® 1.5mm hex
Assembly
1 Full mount with cover 5 Mounting plate with holes
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L-MSPS-20-M, L-MSFS-20-M and L-MSZFS-20-M Magnet Mount Options

L-MSPS-20-M L-MSFS-20-M L-MSZFS-20-M L-MSPS-M
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Magnet Mount Option Installation

For side or suspended mounting of L-MSPS, L-MSFS, and L-MSZFS fixtures, we recommend using a screw-in base instead.

Magnet bases are designed for horizontal surfaces.

‘oL UX AM
@ LIGHTING FOR MUSEUMS

LUXAM USA

12201 NW 35 Ste #534

Coral Springs, FL 33065

954 755 72 54 | info@luxam.com

LUXAM EUROPE

80 rue du Dessous des Berges
75013 Paris

+33982272946 | france@luxam.com

LUXAM GERMANY LUXAM UK
Metzgerfeldweg 21 184 Park Avenue
85737 Ismaning London NW10 7XL

+498951999651 | germany@luxam.com  info@luxam.com

IM014-V41

11



Driver Wiring Schema

L-MSPS-20 or L-MSFS-20 or L-MSZFS-20

Check the current value before connection.

Polarity must be respected.
Output
P /o
O ! [IIX [T v+
2 L V-
3 |ITSED
= 2| TRES
/ / / /
/ Constant Current driver
‘ N / | AL] 1 Control signal (optional)
‘ L =0T | 5 L=
aplls
3 4 Black is always "-" negative wire
/ / ]
Input Different than black |s/
Control signal (optional) "+ positive wire

To ensure accurate calculations and detailed information, it is highly recommended to consult the dedicated drivers’ cutsheets.

Driver Short Description Nbr of Fixtures Setting
SE-20-100-700-W1A Constant Current driver with 0-10V control, 20W, 1 channel 1 165mA (9-42V)
OT 12W UNV 0A3 DUALDIM DIM-1 F Constant Current driver with 0-10V control, 12W, 1 channel 1 165mA (26-42V)
DMX-25-150-900-U1P1 Constant Current driver with manual/DMX control, 25W 1 channel 1 150mA (10-54V)
L-CT-DMX/RDM-6W-6CH Constant Current driver with manual/DMX control, 6W x 6 channels* 1 per channel 165mA (35.4V)

*To use with W L-MS..-20 spotlights only

IMPORTANT: Always use with UL power unit, with isolated output.
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